CONTRACT NO. 83987

F AL TOTAL [SHEET
TRAFF NA| N RYE.| SECTION COUNTY |75 e
- 363 [06-00339-00-TL|  KANE 33 | 17
STA. TO STA.
EXISTING PROPOSED EXISTING PROPQSED IMAGE SENSOR -
; FED. ROAD DIST. M0, 7 [ILLINOIS| FED. AID PROJECT
CONTROLLER 5 B4 EMERGENCY VEHICLE SYSTEM DETECTOR o< - 5 PEDESTAL MOUNT
SERVICE INSTALLATION lj * CONF IRMATION BEACON o4 -t H ' a _
SIGNAL HEAD . - SIGNAL HEAD PROGRAMMED e —tpt ; LUMINALRE A
SIGNAL HEAD WITH BACKPLATE 4o - CONDULT SPLICE —— ;
GNAL HEAD, PEDESTRIAN WooD POLE ngn ; BAND IN
SIGNAL HEAD, PEDES 1 4 ® e ® ; ﬁ TWO PLACES z
SIGNAL POST e} ® RACEWAY FOR MAGNETIC DETECTOR, E e e ; 1 <)
TYPE I OR TYPE 11 ; ; |
MAST ARM ASSEMBLY AND POLE. STEEL o @ g T
VEH R. NON COMPENSATI O -— : LL]
MAST ARM ASSEMBLY AND POLE. ALUMINUM gmmem- P— VAGNETTC TYpE + NON COMPENSATED \__ 2
gr EXISTING INTERSECTION AND =
COMBINATION MAST ARM ASSEMBLY o—t— —— RAILROAD CONTROLLER B =
AND POLE. STEEL "E SAMPLING (SYSTEM) DETECTORS g
COMMON TRENCH et JLEUMINATED SIGN. FIBER OPTIC & =
=
g =
UNIT DUCT ue JLLUMINATED SIGN. FIBER OPTIC ® COAXIAL CABLE AND = N
HANDHOLE N N NO RIGHT "TURN > NO. 16 3/C POWER CABLE ES
TELEPHONE CONNECTION o =
HEAVY~DUTY HANDHOLE izl —
L
DOUBLE HANDHOLE & oy UNINTERRUPTIBLE POWER SUPPLY -
-

G.S. CONDUIT IN TRENCH OR PUSHED
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DRILL EXISTING
HANDHOLE (1)

OPOSED
INTERCONNECT
O _RADDANT

EXISTING EQUIPMENT TO BE REMOVED LEGEND

EXISTING SIGNAL HEAD TO BE REMOVED >
EXISTING SERVICE INSTALLATION TO BE Y
REMOVED
EXISTING SIGNAL POST AND FOUNDATION O
T0O BE REMOVED
EXISTING ALUMINUM MAST ARM POLE ——
AND FOUNDATION TO BE REMOVED

g
EXISTING CONTROLLER TO BE REMOVED <]
EXISTING HANDHOLE TO BE REMOVED ”E”N
EXISTING PEDESTRIAN SIGNAL HEAD 1
TO BE REMOVED
EXISTING PEDESTRIAN PUSH BUTTON
TO BE REMOVED
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EMERGENCY VEHICLE LIGHT DETECTOR TO <]
BE RELOCATED
CONFIRMATION BEACON TO BE RELOCATED o R

EXISTING HEAVY-DUTY HANDHOLE TO BE
REMOVED

EXISTING STEEL MAST ARM POLE
AND FOUNDATION TO BE REMOVED

EXISTING ILLUMINATED SIGN
TO BE RELOCATED

EXISTING R.O.W.
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DRILL EXISTING
HANDHOLE (1)
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IMAGE SENS NT.
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EXISTING R.O.W.

128"~E-1Y/4") \

EXISTING INTERSECTION AND
PROPOSED SAMPLING (SYSTEM)
DETECTORS

(34-E-2")

EXISTING INTERSECTION AND
SAMPLING (SYSTEM) DETECTORS

NOTES FOR TRAFFIC SIGNALS

1. THE VIDEO VEHICLE DETECTION SISTEM' S MANUFACTURER’S
REPRESENTATIVE SHALL PROVIDE ASSISTANCE IN ALL
CABLE TERMINATIONS.

N

. ALL DETECTION ZONES ARE APPROXIMATE. THE EXACT
LOCATIONS SHALL BE DETERMINED AND LAID QUT BY l

KANE COUNTY DIVISION OF TRANSPORTATION PERSONNEL.

22'-T
25

THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR AND
SHALL BE DISPOSED OF BY THEM OUTSIDE THE RIGHT-OF-WAY AT THEIR
EXPENSE. THE SALVAGE VALUE OF THE REMOVED EQUIPMENT SHALL BE
REFLECTED IN THE CONTRACT BID PRICE.

4 EACH SIGNAL HEAD, I-FACE, 3-SECTION
8 EACH TRAFFIC SIGNAL BACKPLATE

1 EACH STEEL MAST ARM AND POLE

3 EACH ALUMINUM MAST ARM AND POLE

EXISTING R.O.W.

RESTORATION OF WORK AREA.

RESTORATION OF THE TRAFFIC SIGNAL WORK AREA SHALL BE INCIDENTAL TO THE
RELATED PAY ITEM SUCH AS FOUNDATION, CONDUIT, HANDHOLE, TRENCH AND BACKFILL,
ETC., AND NO EXTRA COMPENSATION SHALL BE ALLOWED. ALL ROADWAY SURFACES SUCH
AS SHOULDER, MEDIAN, SIDEWALKS, PAVEMENT, ETC. SHALL BE REPLACED IN KIND. ALL
DAMAGE. TO MOWED LAWNS SHALL BE REPLACED WITH AN APPROVED SALT TOLERANT SOD,
AND ALL DAMAGE TO UNMOWED FIELDS SHALL BE SEEDED IN ACCORDANCE WITH STANDARD
SPECIFICATIONS 252 AND 250 RESPECTIVELY.

KANE COUNTY DIVISION OF TRANSPORTATION
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